
Serenity Doors are available in a broad range of sound 
transmission class ratings:

Contibution to the following LEED credits is also available:

Materials and Resources
Recycled Content 
Regional Materials

MR Credit 4 
MR Credit 5 
MR Credit 6 
MR Credit 7 

Rapidly Renewable 
Materials Certi�ed Wood

Indoor Environmental Quality

IEQ Credit 4.4 Low Emitting Materials

Sound rated doors has expanded to better serve you and your need 
for sound control. Masonite Architectural is excited to help you 
continue creating environments that promote privacy, productivity, 
and concentration.

Experience the natural beauty and performance of Serenity Doors:

• Sound transmission class (STC) ratings from 29 to 49 fully
operable

• Optional with no added urea-formaldehyde
• Lead free at 1-3/4� thick
• Easily installed with either standard or heavy weight hinges
• 20 minute �re rating available with most STC ratings
• Select STC ratings maintained with lite cutouts up to 252 in2
• User friendly seal sets provided with every door
• New door construction results in more competitive pricing,

which allows higher STC ratings to be used in lower STC
applications

ST C 29
STC 30
STC 31
STC 32
STC 34
STC 35
STC 36

STC 37
STC 38
STC 39
STC 39 Pairs
STC 40
STC 41
STC 42

STC 43 Pairs
STC 44
STC 44 Pairs
STC 45
STC 46
STC 47
STC 49

Graham Serenity Doors pictured with Sargent ®  Studio Collection Aventura 
and Corbin Russwin ®  Vineyard™ Collection Tuscany Levers

ARCHITECTURAL

Wood Doors

Graham and Maiman Series 
Serenity Door Sound Solutions



STC 29 STC 30 STC 31 STC 32 STC 33 

Singles or Pairs Single Single Single Single Single

Nominal Door Width 24" to 48" 24" to 48" 24" to 48" 24" to 48" 24" to 48"
Nominal Door Height 80" to 96" 80" to 96" 80" to 96" 80" to 96" 80" to 96"
Door Thickness 1 3/4 1 3/4 1 3/4 1 3/4 1 3/4
Undercut 3/8" 3/8" 3/8" 3/8" 3/8"

Available Seal Set 
Options

A, B, C A, B, C A, B, C E A, B, F

Test Standard ASTM E90-09 ASTM E90-09 ASTM E90-09 ASTM E90-09 ASTM E90-09
Frame Type HM HM HM HM HM
Fire Rating 20-45 Min 20 20 90 20

Lite (Visible Area) 1296 in2 
Rated 100 in2

1296 in2 
Rated 100 in2

1296 in2 
Rated 100 in2 252 in2    

1296 in2 
Rated 100 in2

Glass
Non Rated 1/4 Laminated 

Rated 5/16" Ceramic
Non Rated 1/4 Laminated 

Rated 5/16" Ceramic
Non Rated 1/4 Laminated 

Rated 5/16" Ceramic  5/16" Ceramic
Non Rated 1/4 Laminated 

Rated 5/16" Ceramic

LEED MR Credit 4 
Recycled Content (1)

Pre 70%  
Post 0%                

Total 35% (2)

Pre 70%            
 Post 0%                

Total 35% (2)
LEED MR Credit 5 
Regional Materials (1) 70%

LEED MR Credit 6 
Rapidly Renewable 
Materials (1)

70%

LEED MR Credit 7 
Certified Wood (1) 18% 78% 78% 70% 78%

LEED IEQ Credit 4.4 
Low Emitting Material Yes Yes Yes Yes Yes

STC 34 STC35 STC 36 STC 37

Singles or Pairs Single Single Single Single Single Single

Nominal Door Width 24" to 48" 24" to 48" 24" to 48" 24" to 48" 24" to 48" 24" to 48"
Nominal Door Height 80" to 96" 80" to 96" 80" to 96" 80" to 108" 80" to 96" 80" to 96"
Door Thickness 1 3/4 1 3/4 1 3/4 1 3/4 1 3/4 1 3/4
Undercut 3/8" 3/8" 3/8" 3/8" 3/8" 3/8"

Available Seal Set 
Options

A, B, F A, B, F E A, B A, B, F A, B, F

Test Standard
ASTM 

E90-09
ASTM 

E90-09
ASTM 

E90-09
ASTM 

E90-09
ASTM 

E90-09
ASTM 

E90-09
Frame Type HM HM HM AL HM HM
Fire Rating 20 20 90 20 20 20

Lite (Visible Area) 1296 in2 
Rated 100 in2

1296 in2 
Rated 100 in2 252 in2    

1296 in2 
Rated 100 in2

484 in2   
Rated 100 in2  100 in2

Glass
Non Rated 1/4 

Laminated 
Rated 5/16" Ceramic

Non Rated 1/4 
Laminated 

Rated 5/16" Ceramic
 5/16" Ceramic

Non Rated 1/4 
Laminated 

Rated 5/16" Ceramic
5/16" Ceramic 5/16" Ceramic

LEED MR Credit 4 
Recycled Content (1)

LEED MR Credit 5 
Regional Materials (1)

LEED MR Credit 6 
Rapidly Renewable 
Materials (1)

3.40%

LEED MR Credit 7 
Certified Wood (1) 70% 70% 70% 70% 70% 70%

LEED IEQ Credit 4.4 
Low Emitting Material Yes Yes Yes Yes Yes Yes

STC 29-STC 37

Footnotes

(1)  Percentage of door value that can contribute to LEED Credit.
(2)  Recycled Materials contribution of 20% total (40% pre-consumer) 

STC testing has been completed under operable conditions in accordance with ASTM E90 and E413 for all sound ratings identified 
above; to receive an STC label, door must meet defined construction requirements.

Doors are required to be installed in hollow metal frames with a minimum of 10 lb. density Rockwool for insulating material.



STC 38-STC 45
STC 38 STC 39 STC 40 STC 41

Singles or Pairs Single Single Pairs Single Single Single
Nominal Door Width 24" to 48" 24" to 48" 24" to 48" 24" to 48" 24" to 48" 24" to 48"
Nominal Door Height 80" to 96" 80" to 96" 80" to 96" 80" to 96" 80" to 96" 80" to 96"
Door Thickness 1 3/4 1 3/4 1 3/4 1 3/4 1 3/4 1 3/4
Undercut 3/8" 3/8" 3/8" 3/8" 3/8" 3/8"
Available Seal Set 
Options

A, B A, B, F G,H A, B, F E A, B, F

Test Standard
ASTM 

E90-09
ASTM 

E90-09
ASTM 

E90-09
ASTM E90-09 ASTM E90-09 ASTM E90-09

Frame Type HM HM HM HM HM HM

Fire Rating 20 20
20 restricted to 

6'0" x7'0" 20 45-60 20

Lite (Visible Area) 100 in2 484 in2 
Rated 100 in2 216 in2      

484 in2 
Rated 100 in2 252 in2    

484 in2 
Rated 100 in2

Glass 5/16" Ceramic 5/16" Ceramic
Non Rated 5/8" 

Laminated 
Rated 7/8" Pyrostop

 Non Rated 1/2"  
Laminated 

Rated 5/16" Ceramic
 5/16" Ceramic

 Non Rated 1/2" 
Laminated 

Rated 5/16" Ceramic

LEED MR Credit 4 
Recycled Content (1)

LEED MR Credit 5 
Regional Materials (1)

LEED MR Credit 6 
Rapidly Renewable 
Materials (1)

2.75%

LEED MR Credit 7 
Certified Wood (1) 70% 70% 70 70% 70% 70%

LEED IEQ Credit 4.4 
Low Emitting Material Yes Yes Yes Yes Yes Yes

STC 42 STC 43 STC 44 STC 45

Singles or Pairs Single Single Pairs Single Pairs Single
Nominal Door Width 24" to 48" 24" to 48" 24" to 48" 24" to 48" 24" to 48" 24" to 48"
Nominal Door Height 80" to 96" 80" to 96" 80" to 96" 80" to 96" 80" to 96" 80" to 96"
Door Thickness 1 3/4 1 3/4 1 3/4 1 3/4 1 3/4 1 3/4
Undercut 3/8" 3/8" 3/8" 3/8" 3/8" 3/8"
Available Seal Set 
Options

A, B, F A, B, F G,H A, B G,H A, B

Test Standard ASTM E90-09 ASTM E90-09 ASTM E90-09 ASTM E90-09 ASTM E90-09 ASTM E90-09
Frame Type HM HM HM HM HM HM

Fire Rating 20 20
20 restricted to 

6'0" x7'0"
20 N/A 20

Lite (Visible Area)
484 in2 

Rated 100 in2
252 in2 

Rated 100 in2 216 in2      
252 in2 

Rated 100 in2 216 in2      
216 in2 

Rated 100 in2

Glass
 Non Rated 1/2" 

Laminated 
Rated 5/16" Ceramic

 Non Rated 5/8" 
Laminated  

Rated 5/16" Ceramic

Non Rated 5/8" 
Laminated 

Rated 7/8" Pyrostop

 Non Rated 5/8" 
Laminated  

Rated 5/16" Ceramic

Non Rated 5/8" 
Laminated 

 Non Rated 5/8" 
Laminated  

Rated 5/16" Ceramic

LEED MR Credit 4 
Recycled Content (1)

Pre 13.5%             
Post 0%   

Total 6.75% (2)

Pre 13.5%             
Post 0%               

 Total 6.75% (2)

Pre 13.5%             
Post 0%   

Total 6.75% (2)
LEED MR Credit 5 
Regional Materials (1)

LEED MR Credit 6 
Rapidly Renewable 
Materials (1)

2.75% 2.75% 2.75% 2.10% 2.10% 2.10%

LEED MR Credit 7 
Certified Wood (1) 70% 70% 70% 70% 70% 70%

LEED IEQ Credit 4.4 
Low Emitting Material Yes Yes Yes Yes Yes Yes

Footnotes

(1)  Percentage of door value that can contribute to LEED Credit.
(2)  Recycled Materials contribution of 20% total (40% pre-consumer) 

STC testing has been completed under operable conditions in accordance with ASTM E90 and E413 for all sound ratings identified 
above; to receive an STC label, door must meet defined construction requirements.

Doors are required to be installed in hollow metal frames with a minimum of 10 lb. density Rockwool for insulating material.






